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48" max

#4 Re-bar

Bond Beam

1/2" Anchor bolts

per braced wall panel

requirements

3" cover

All cmu to be grouted solid,

or filled with concrete

Tall Stemwall Reinforcement

Braced wall panel

Minimum length per
portal frame details

6"min

4
8
" 
m
ax

48" max

Bond Beam with

1- #4 re-bar

All cmu to be grouted solid,

or filled with concrete

Optional Stemwall Reinforcement

Braced wall panel

5/8" Threaded rods may be

substituted for anchor bolts

and re-bar

Min. 2" cut washers

3" cover

Minimum length per
portal frame details

6"min

20" min

48" max

#4 Re-bar

Bond Beam

1/2" Anchor bolts

per braced wall panel

requirements

3" cover

All cmu to be grouted solid,

or filled with concrete

Short Stemwall Reinforcement

Braced wall panel

2
4
" 
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ax

Minimum length per
portal frame details

Braced wall panel

8" cmu

Bond Beam

Face brick (optional)

Typical Stemwall Section

Notes:

1.  Stemwall reinforcement must extend into the concrete footer, or min. 8" thick concrete basement wall.

2.  The maximum stemwall heights shown are to be measured above the footer, or the top of a concrete basement wall.

3.  Configurations outside the parameters shown, will require an engineered design.


